REMOVE BOX AND PIPING TO APPROX. 247
BELOW GRADE, THEN PLACE FLOWABLE FILL
OR MIN. 50 LB OF CONCRETE INTO

CLEANOUT ENSURING TEE-WYE IS BLOCKED

BACKFILL WITH #68 STONE
TO WITHIN 17 OF FINISHED
GRADE. TOP STONE WITH

TOPSOIL OR PAVEMENT TO

MATCH EXISTING CONDITIONS.

REMOVE APPROX. 17 OF PIPING
AND INSTALL GASKET OR GLUE-ON
CAP ON CUSTOMER SIDE PIPE.
FILL GAP WITH #68 STONE TO MIN.
6”7 ABOVE MAIN AND LATERAL.

CAP/PLUG

- L]

L/ /

/

INSTALL GASKET
OR GLUE—-ON CAP

J

‘ \PLUG EXISTING TEE—WYE.

OF REPAIR CLAMP.

NOTES:

1. CLEANOUT FRAME AND COVER TO BE
RETURNED TO THE ACSA.

2. ANY WORK TAKING PLACE ON ASBESTOS
CEMENT PIPE IS TO BE PERFORMED BY
CERTIFIED PERSONNEL.

5. SEE ACSA DETAIL S—10 FOR LATERALS
ENTERING A MANHOLE.

IF SADDLE 1S USED,
REMOVE SADDLE, INSTALL REPAIR CLAMP, AND
INSTALL FLOWABLE FILL/CONCRETE MIN. 27

THICK EXTENDING MIN. 6”7 BEYOND EACH END
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